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GENie Base Unit and GENie Ozone (O3) Source Module (front and 
back). 

 



 



 



 

 



 



 

 

GENie 1.2 O3 
Copyright 2012 

Serial# 000001 
Source# 000001 

Manufactured 
01 Jan 2012 

Calibration Date 
01 Jan 2012 

Initializing… 

Stabilizing… 

Standby:60 sec 



1.00 PPM O3 
Select to change 

Source Life 
100 Hrs. 0min 

Battery Status 
100 

Stabilizing… 
Standby:60sec 

1.00 PPM O3 
Standby:60 sec 

1.00 PPM O3 

Select to change 

1.00 PPM O3 
Select to change 

Source Life 

100 Hrs.0min 



 

Battery Status 
100 

.20 to 1.00 PPM 
Set…1.00 PPM 

.20 PPM O3 
Select to change 



 

 

GENie O3 
Copyright 2012 

 

English 
Select to Change 

Deutsch 
Select f. ändern 

 

Español 

Sel para cambiar 
 

Francais 
Select p changer 

 

Portuguese 

Sel para mudar 



 



 





 



 



 

 



 

Hard body case      730-0615-00 
Nylon carrying case, GENie    730-0201-00 
External battery extender    362-0010-00 
Continuous operation adaptor, 115VAC with US plug 
(also available for international customers,  
please specify)       362-0600-00 
Outlet fitting, body (1/8 NPT) quick connect  113-0400-00 
Hose connector insert (hose barb) quick connect  113-0402-00 
Tool, ACD magnetic tip screwdriver   243-0101-00 
Hose, with quick connect, 5’    715-0405-0X 
EC Module for GENie      750-0202-01 
QC-1 Module for GENie System    750-0202-03 

 



 

 
Ozone (O3)    0.2 or to 1.0 ppm 
Air Flow Rate 0.2 LPM @ 1.0 ppm - 1.0 LPM 

@ 0.2 ppm 
Source Life    500 hours 
Warm-up time (to 90%)   Approx. 2 minutes 
L x W x H    5’W x 3.88’H x 3.13’D  
Weight     2 lb. (1360 g)  
Operating Temperature   0° C to 50° C 
Relative Humidity (intermittent use) 0 -100%  
Accuracy    ±10%  
Repeatability    ±5% 
Battery Power    4 alkaline ‘AA’  
Battery Life    6 hours 
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